MAR 4 2008 0o g 06

PLOTTED

APR.30.1993 14,33,42  UPDATED N 09,2000 157,25

CREATED

OPERATORIOLY

_FILENAMEL L1 \KALAMMNDETAT) S\STREFTASY-1, I¥C

I SIDEWALK WIDTH
iy VARIES | VARIES 5'—10’
5
4
z| 2% SLOPE_ CURB AND GUTTER,
A ERE N ke /S smaRm o
: 2a T -
2-INCH TOP — PP i
SOIL & GRASS FOD ,__4" MIN. e ol =
OR HYDROSEED
SUITABLE UNDISTURBED COLD JOINT. NO JOINT FILLER
NATIVE SOIL AT 90%
COMPACTION OR CRUSHED
ROCK IMPORT IF SUITABLE
UNDISTURBED NATIVE IS
UNAVAILABLE SECTION
MINIMUM SIDEWALK WIDTHS
5' MINIMUM, 10° MAXIMUM, SEE DESIGN STANDARDS
1. CONTRACTION JOINTS AND SURFACE JOINTS SHALL
1/4"x 1" DEEP CONTRACTION BE AS SHOWN ABOVE. ALL JOINTS SHALL BE CLEAN
JOINT @ 15' C.C. AND EDGED WITH AN EDGE HAVING 1/4” RADIUS.
JOINTS SHALL BE FLUSH WITH THE FINISHED SURFACE.
’r_/'/ 2. PROVIDE 3/8" WIDE FULL DEPTH THRU JOINTS IN THE
— CURB SIDEWALK SECTION AT ADA RAMPS, DRIVEWAY AND
i ALLEY RETURNS. IN THRU JOINTS PROVIDE PREMOLDED
I JOINT FILLER WHICH SHALL BE 3/8" x 4" ASPHALT
SATURATED FELT BOARD. PROVIDE JOINT SEALER
© ON TOP OF JOINT FILLER
2% |
3. ALL UTIUTY POLES, METER BOXES, ETC. IN SIDEWALK
/NCOOLDJO‘J%N;LLER AREAS SHALL HAVE 1/2" JOINT MATERIAL (FULL
L | DEPTH) PLACED AROUND THEM BEFORE PLACING
.. R CONCRETE.
4. FORMS SHALL BE EITHER WOOD OR STEEL AND SHALL
5 MEET ALL REQUIREMENTS OF THESE SPECIFICATIONS.
2| e = l | 5. CONCRETE SHALL BE CLASS 3000 PSI.
6. ON SIDEWALKS WITH A GRADE OF 5% OR LESS
A | PROVIDE 2" SMOOTH FINISH BORDER AROUND EACH
\ I SIDEWALK PANEL OR MATCH EXISTING BORDER. ON
SIDEWALKS WITH GRADES 5% TO 10% OMIT THE 2"
DIRECTION | SMOOTH BORDER. ON SIDEWALKS GREATER THAN 10%
" OF BROOM PROVIDE A RAKED FINISH PER DETAIL SW—5.
EINSH 7. WHERE ROLLED CURBS ARE ALLOWED, SIDEWALKS
l 1/4” V"' GROOVE SHALL BE MIN. 6" THICK.
o REACET 8. SEE SECTION 6.20 OF THE DEVELOPMENT GUIDELINES
» % B AND PUBLIC WORK STANDARDS FOR ADDITIONAL
REQUIREMENTS.
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